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The substrata descriptions above are generalized representations and based upon visual/manual classification of cuttings and/or samples
obtained during drilling.  Predominant material types shown on the log may contain different materials and the change from one
predominant material type to another could be different than indicated.  Descriptions on this log apply only at the specific location at the
time of drilling and may not be representative of subsurface conditions at other locations or times.
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Drilling Contractor

Drop
Dist.(in.):

5/5/04

Grout

6-inch Asphalt.
6-inch Base Rock/Fill.

Hard Pan

Hand Auger to 5' bgs.

(ML) Sandy Silt: yellowish brown (10YR 5/8), fine grain,
low plastic, low toughness, firm, damp, moderate
cementation, hydrocarbon odor. (0,35,65,0)

(ML) Silt: brown (10YR 5/3), fine grain, high plasticity,
low toughness, soft, damp, no hydrocarbon odor. (0,10,90,0)

(ML) Same as above.
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The substrata descriptions above are generalized representations and based upon visual/manual classification of cuttings and/or samples
obtained during drilling.  Predominant material types shown on the log may contain different materials and the change from one
predominant material type to another could be different than indicated.  Descriptions on this log apply only at the specific location at the
time of drilling and may not be representative of subsurface conditions at other locations or times.
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(ML) Same as above.

(ML) Sandy Silt: olive brown (2.5YR 4/4), fine grain, low
plastic, low toughness, soft, damp, weak cementation, no
hydrocarbon odor. (0,30,70,0)

(ML) Silt: yellowish brown (10YR 5/4), low plasticity, low
toughness, soft, damp, weak cementation, no hydrocarbon
odor. (0,10,90,0)

(ML) Sandy Silt: olive brown (2.5YR 4/4), fine grain, low
plastic, low toughness, soft, damp, weak cementation, no
hydrocarbon odor. (0,35,65,0)

(SM) Silty Sand: light olive brown (2.5Y 5/3), fine grain,
poorly graded, loose, damp, weakly cemented, no
hydrocarbon odor. (0,80,10,0)
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(SP) Sand: yellowish brown (10YR 5/4), grain sand, poorly
graded, loose sand, damp, weakly cemented. (0,85,15,0)

(ML) Same as above.

(ML) Sandy Silt: yellowish brown (10YR 5/4), fine grain
sand, non-plastic, firm, moist, weakly cemented, no
hydrocarbon odor. (0,30,70,0)

0

(SM) Silty Sand: brown (10YR 5/3), fine grain sand,
poorly graded, medium dense sand, moist, weak cementation,
no hydrocarbon odor. (0,70,30,0)

(SP) Sand: brown (10YR 4/3), fine grain, poorly graded,
very loose sand, moist, weak cementation, no hydrocarbon
odor. (0,95,5,0)
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The substrata descriptions above are generalized representations and based upon visual/manual classification of cuttings and/or samples
obtained during drilling.  Predominant material types shown on the log may contain different materials and the change from one
predominant material type to another could be different than indicated.  Descriptions on this log apply only at the specific location at the
time of drilling and may not be representative of subsurface conditions at other locations or times.
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The substrata descriptions above are generalized representations and based upon visual/manual classification of cuttings and/or samples
obtained during drilling.  Predominant material types shown on the log may contain different materials and the change from one
predominant material type to another could be different than indicated.  Descriptions on this log apply only at the specific location at the
time of drilling and may not be representative of subsurface conditions at other locations or times.

MW-3

Description

Drop
Dist.(in.):

80

85

90

95

June 2004 Log of Well

4-inch diam.
sch. 40,
0.020-inch
slot PVC

(SM) Silty Sand: brown (7.5YR 5/4), fine grain sand,
poorly graded, loose sand, saturated, weak cementation, no
hydrocarbon odor. (0,70,30,0)

(SM) Silty Sand: brown (7.5YR 5/4), fine grain sand,
poorly graded, soft, saturated, weak cementation, no
hydrocarbon odor. (0,75,25,0)

(SP) Sand: light yellowish brown (2.5Y 6/4), fine grain
sand, poorly graded, soft, saturated, weakly cemented, no
hydrocarbon odor. (0,100,0,0)
(SC) Clayey Sand: yellowish brown (10YR 5/4), fine grain
sand, poorly graded, low plasticity, low toughness, medium
dense sand, wet, no hydrocarbon odor. (0,70,0,30)
(ML) Silt: strong brown (10YR 5/6), low plasticity,
medium toughness, soft, saturated, weak cementation, no
hydrocarbon odor. (0,10,90,0)
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